
                                                                                                                        Grafityp: Ink drying methods 2020 
 

1 
 

 



                                                                                                                        Grafityp: Ink drying methods 2020 
 

2 
 

Ink drying methods 

 
Recommended temperature settings on (eco) solvent printers :  

If the Grafiprint media are used on an (eco) solvent printer, the temperature settings of the 

printer are extremely important.  Depending on the ambient conditions, the amount of ink and 

the requested print quality, we advise a pre-heater temperature between 35°C and 45°C on 

these printers. 

 

This temperature can be raised, on condition that the Grafiprint material stays completely 

flat.  A too high temperature can lead to an inferior print quality and to colour differences, 

because the material will become soft, as a result of which it might get damaged by the 

transport wheels of the printer, and because the material will undulate, as a result of which it 

could touch the print head.  The same goes for the use of an after-heater (dryer).  We advise 

an after-heater temperature that is about 5°C to 10°C higher than the pre-heater 

temperature.  But again, the material should not undulate as a result of a too high temperature 

setting.  In general, we can say the temperature of both heaters should be set as high as 

possible, without the material showing any form of undulation. 

 

Ink amount :  
 

Large amounts of solvent ink on the material can activate the ink on the backside of the 
material.  If the material is enrolled too quickly after printing, the print on the backside of the 
material may become visible in your printout. 
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Recommended drying times : 

Eco-solvent prints: It is extremely important that prints, made on an (eco) solvent printer, are 

left to dry sufficiently before they are laminated and/or applied.  A good ventilation during the 

drying process is also important.  For standard prints, you need to calculate a drying time of 

24 to 48 hours.  In case of very dark prints or very high ink loads on the material, a drying 

time of 48 to 72 hours is required.  

Latex prints: According to the manufacturers, the print may be laminated immediately. 

UV prints: A post-cure of 24 hours before laminating is recommended. Unwinding from the 

core is not strictly necessary. 

 

Drying tools after printing: 

Ambient temperature, humidity and ventilation  influence the drying time. 

Air circulating over the surface is the best drying technique. There are various tools to facilitate 

post-drying of the ink.  

1. Horizontal drying rack. 

 

 

 

2. Rack for long pieces of printed film 
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3. Drying cabinet with ventilation. Always unroll the film so that the ink can be ventilated. 
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